AB15-PRO+ SERIES

Patented Cylinders

SPECIFICATIONS

Patented until 2042

1and 3 Star security cylinders

6 pin security restricted profile system
British standard kitemarked TSOO7 (3 Star)
Anti-bump and snap secure technology

Ant-drill and pick protection

Easy key insertion
EN1634 Fire resistant for FD30 fire doors
Medium-High security applications AB15-03ET

EN1303 & DIN 18252 Grade 6 security, durability
and Grade D attack resistance

AB15-02ET

AB15-01ET

Comprehensive range of cylinder types and
offset cylinder sizes to suit most applications

Sophisticated master keying capability

Available with classroom function facility
(handed) or anti-barricade function

Large oval accessible turn (AB15-LDT)
Standard oval turn (AB15-SDT)

Keys available with optional coloured mini clip
(Black, Blue, Green, Red, White or Yellow)

PRODUCT CODES

AB15-02ET Cylinder & Turn
AB15-03ET Double Cylinder
AB15-O1ET Single Cylinder
AB15-15ET Master Keys

For other cylinder types, sizes and finishes
see page 83 Optional Optional
Small Turn Large Turn
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AB15-PRO+ SERIES

Patented Cylinders

PATENT PROTECTION TO 2042

Since copyright protection on keys was
abolished in 1999, it is now possible for
anybody to produce and sell most types of
keys. The only systems that can truly protect
*** against illegal key blank duplications are
patented key systems.

Manufacturers are able to take legal action
against any authorised third parties who
distribute copies of patented keys without
permission.

ABIS5 Series has been tested
to achieve the highest British
Standard Kitemark grades

The new ABI15 Series is patent protected until
2042 thus ensuring the highest possible levels
of security and patent protection for all.

ANTI-SNAP

A double sacrificial break slot makes sure
that, in the event of the cylinder being
snapped, the lock will retain its security
core within the door so that intruders
won'’t be able to attack your cylinder.

* Anti-Snap Protection ANTI-DRILL
« Pick Resistant, Anti-Bump, Anti-Drill
* BS Kitemark TSO07 3-Star Grade Extra-robust steel security elements in the
? « Tested to EN1303 2005 . . .

4 cylinder housing and barrel provide

*** anti-drilling protection.
FETEE -

If an intruder tries to attack the cylinder, a
blocking pin is pushed into the key profile by
a housing pin and blocks the key from turning.

« Pick Resistant, Anti-Bump, Anti-Drill
+ Tested To En1303 2005. ANTI-PICK

HIGH

g
SECURITY * Overlapping key profile and special tumbler
@ pins protect the cylinder against picking.
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AB15-PRO+ SERIES

Patented Cylinders

CYLINDER FUNCTIONS

Anti-Barricade Function

In some circumstances, such as secure
institutions, care homes and psychiatric
facilities, it is desirable to prevent the inside
thumbturn on the cylinder being used to
hold the deadbolt in the locked position,
preventing access by key from outside.

To prevent this the ABI15 Series is available
with a clutch mechanism which isolates the
thumbturn from the keyway so that in an
emergency the key will override the
thumbturn if it is being held.

Classroom Function
If a teacher needs to leave a room full of

pupils for a short while, they can lock the door

from the outside to prevent

unauthorised personnel from entering whilst
being reassured the door can always be
opened from the inside, even when locked.
The cylinder however,
can never be locked
internally, making it
ideal for classroom
applications.

Optional Optional
Small Turn  Large Turn
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CYLINDER LENGTHS

Selecting the correct length of cylinder (euro profile and oval profile)
is important not only for visual appearance when fitted, but to
reduce the security risk from someone forcibly twisting the cylinder

with a wrench and snapping it. D

1
The overall length of the cylinder

should be just larger than the
combined thickness of the
door (D) and the backplates or
escutcheons which are being
used (X).

=

min 2mm
clearance for
thumbturn

Note, when a thumbturn is being
used, a minimum 2mm clearance
is recommended from the face of
the cylinder to the face of the
escutcheon or backplate.

When an offset cylinder is required in the door (i.e. b+c) are not
the same size, each side of the cylinder needs to be measured
independently.

MASTER KEYED SYSTEMS

With a wide range that spans from Euro double cylinders to padlocks,
the ABI5 Series is ideal to create master key plans that allow your
customers to securely manage access to their home or business.

A multi-profile system capable of thousands of cylinder combinations,
depending on their applications, can involve one or many levels of
master keys.

ABI5 Series is capable of producing a simple master keyed system up
to a larger, more complex Grand Master Key system. The system can
be designed to allow for future expansion using multi-level profiles.

GRAND MASTER KEY
Managing Director/Security Officer

MASTERKEY 1

Operations Director Production Director

SUB MASTER SUB MASTER SUB MASTER SUB MASTER
KEY 1A KEY 1B KEY 2A KEY 2B

Sales & Marketing Accounts Technical Production
Manager Manager Manager Manager
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ABI15-PRO+ SERIES

Patented Cylinders
A (B/C) A (B/C)

Euro Single | | 40 (30/10) Euro Single & Turn Offset = W 75 (35/40T)
Euro Single [ ] 45 (35/10) Euro Single & Turn Offset = | 75 (40/35T)
Euro Single [ | 50 (40/10) Euro Single & Turn Offset = W 80 (35/45T)
Euro Single ] 55 (45/10) Euro Single & Turn Offset = W 80 (45/35T)
Euro Single | | 75 (65/10) Euro Single & Turn Offset = M 85 (40/45T)

Euro Single & Turn Offset = W (45/40T)
Euro Double ] 60 (30/30)
Euro Double L | 70 (35/35) Scandinavian Oval | EXT
Euro Double Em 80 (40/40) Scandinavian Oval | | INT
Euro Double [N | 90 (45/45)
Euro Double LN | 100 (50/50) Rim Cylinder | |

Rim Mortice - Single ]
Euro Double Offset ] 65 (30/35) Cam Lock |
Euro Double Offset | | 70 (30/40)
Euro Double Offset ] 75 (30/45) Padlock 50mm
Euro Double Offset m 75(35/40) ~ Open Shackle u Type A
Euro Double Offset B 75 (EXT40/35) gapi'g?skhggmg“ . Tpe A
Euro Double Offset [ | 80 (30/50)

Padlock 50mm
Euro Double Offset | 80 (35/45) Close Shackle n Type B
Euro Double Offset M 80 (EXT45/35) Padlock 65mm
Euro Double Offset [ ] 85 (40/45) Close Shackle u Type B
Euro Double Offset [ ] 85 (30/55) Padlock 50mm
Euro Double Offset n 85(35/50) ~ OPenshackle3Omm Type €
Euro Double Offset B 85 (EXT45/40) gﬂg%khggﬂemso . TypeC
Euro Double Offset B 85 (EXT50/35)
Euro Double Offset [ ] 90 (35/55) ORDER CODES
Euro Double Offset u 90 (40/50) Euro Single Cylinders AB15-01ET
Euro Double Offset B 90 (EXT55/35) Euro Cylinder & Turn ABI5-02ET
Euro Double Offset M 90 (EXT50/40) -
Euro Double Offset - 95 (40/55) Euro Double Cylinder AB15-03ET
Euro Double Offset B 95(EXT50/45 ~ Rim Cylinder ABIS-O4ET
Euro Double Offset ] 95 (45/50) Rim Mortice Cylinder AB15-05ET
Euro Double Offset | 100 (45/55) Scandinavian External Cylinder ABI15-06ET
Euro Double Offset u 100 (40/60)  scandinavian Internal Cylinder AB15-07ET
Euro Double Offset M 100 (EXT60/40) Padlock (Type A) ABI5-0A

. Padlock (Type B) AB15-0B

Euro Single & Turn © m  60(30/30T)
Euro Single & Turn mm 0G5 | Fadock(lype O ABI15-0C
Euro Single & Turn n W 80(40/0T)  Camlock ABI5-CL
Euro Single & Turn [ N | (45/45T) Master Keys ABI5-15ET

I 1-Star Rated Available

FINISHES

B 3-Star Rated Available

EXT External Side with Anti-Snap Feature

SNP  Satin Nickel

PCP  Polished Chrome
MB Matt Black

SB Satin Brass

PB Polished Brass
AB Antique Brass
LBRZ Light Bronze
MBRZ Medium Bronze

RAL

ABRZ Antique Bronze
DBRZ Dark Bronze

Colours to Special
Order

Euro Profile
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Please Note:

“ The finishes shown

b opposite are representative
and are not an exact

= reproduction of the
25 54 actual finish. Samples of

ironmongery finishes are
available upon request.

Type C
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